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BOTTLE TO HOSE CONNECTOR 

 
 
1.1 Product identifier 

Trade Name:  MFX1103 – Bottle To Hose Connector 
  MFX1115 – Bottle To Hose Connector 90 Degrees 

 
1.2 Details of the supplier 

Company identification: 
Company:  Magic FX B.V. 
Address: Schouwrooij 27 
  NL-5281 RE Boxtel 
Telephone: +31 (0)411-748100 
E-mail:  info@magicfx.eu 
Web:  www.magicfx.eu 
 

1.3 In case of emergency (ICE) 
 Telephone: +31 (0)6 5130 3858 
 
1.4 Applications 

The MAGICFX® Bottle to hose connector is designed for use with other MAGICFX® products.  
The MAGICFX® Bottle to hose connector is designed for use with CO2 filled bottles with or without 
dip pipe. 
 

1.5 Utilization temperature 
From -40°C to 100°C (From -40°F to 212°F) 
 

1.6 Maximum pressure 
PN: 200 Bar at 15°C (2900 PSI at 59°F) 

 
1.7 Specifications 

The MAGICFX® Bottle to hose connector is designed by NEN 3268:1984 (RU1)  
It is compatible with DIN 477-1 (TYPE 6) and BS 341-3:2002 (TYPE 8)  
 
The MAGICFX® Bottle to hose connector is excluded form PED 97/23/CE according to Art. 3.3 
(SEP) 
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